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Finalists of the interna�onal compe��on
„Healing Solu�ons for Tourism Challenge”

organized by UNWTO i WHO 



The machine was created in close cooperation
with the Silesian University of Technology



9 SPECIALIST PRESSURE NOZZLES

working pressure up to 4 Bar

LASER BARRIER

(entrance information)

30 ml/min
fog angle 110 °
a separate filter for each nozzle



FULL AUTOMATION
decontamination process CHOOSING DECONTAMINATION TIME

4 disinfection process times to choose from

TANK FILLING SENSORS

AUTOMATIC DISINFECTANT 

dosing system

AUTOMATIC DRAINING SYSTEM

leachate tank



SYSTEM OF APPROPRIATE
PRESNOLENE POSITION DEVELOPED

SOUND SIGNALING

EXPOSURE TIMER

22

DEVICE STATUS INDICATOR

Informative light panel
about the stage 
of the decontamination process
and taking the right position
by the user

ILLUMINATED CEILING



Stainless steel or Celon

 30 ml/min

Mark

Dimensions

Weight

Use

Construction

Power consumption (total)

Operating voltage of hydraulic elements
and electronic

Supply voltage

Rated current

Certificates

Hermetic degree of LED modules
mounted inside the device

Laser barrier manufacturer

Tank fill sensors

Illuminated ceiling

width 170 cm
height 240 cm
depth 130 cm

Inside

Modular

(power supply included)

capacitive sensors NO / NC - 3 pcs

optional

Number of nozzles

Nozzles size

Nozzle material

Nozzles type

Pump type

Supply

Power consumption

Pressure (max)

Flow (max)

Water filter

Low pressure

Low pressure

1 - 5 microns

Technical specifications:

Description of hydraulic elements used for the process decontamination:

Description of automatic decontamination process

Turn on device
Select one of the four disinfection duration (single choice for a cycle - can be
changed during the operation)
Step inside the device and stand on indicated platform.
Process will start automatically (when laser barrier is activated by the user)
Six information lights are positioned on the opposite side to inform about the
process:

Ready

Stop - decontamination is in progress

Stand up straight

Rotate 180°

Put your hands up

Rotate 180° with your hands up

Change of states are signaled by sound.
Turing on the green indicator “Ready” and turning on the countdown timer with the
exposure time.
Leave the device

A developed signaling system and appropriate user attitude guide to increase
the efficiency of the decontamination process.

Green indicator - READY

Red indicator - STOP
Decontamination process is in progress

Device is ready to start the
Decontamination process

Each disinfection time is divided into 4 stages to which the appropriate user
Additional light signaling devices indicating the condition of the device
movement is assigned, and thus a light signal, in order to increase the
efficiency level.

Lateral decontamination with arms lowered

Decontamination by 180 degrees rotation with arms lowered

lateral decontamination with arms raised

decontamination by 180 degrees rotation with arms raised

Additional light signaling devices indicating the condition of the device

Tank with disinfectant empty light signaling device on the
control panel
sound signaling
alternating green and red signaling

Tank full drain light indicator on the control panel
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